
Solids Dispenser SDB-2RL

The bench-top Solids Dispenser SDB-2R is a automated version of the SDB-2 doser for batch processing 
of a rack of microtubes or vials. 

The dispenser is operated via touch screen controller. It increases productivity by allowing for 
“walk-away” time of lab operators. Tedious repetitive tasks are alleviated and productivity and process 
quality improved.

Workflow

Tube or vial racks are inserted in the rack. Rack is placed onto the gantry table and registers.

Dosing process is started from touchscreen controller and can be paused / restarted at each 
moment. Remote start and integration in workcell enabled.

Settings for custom racks with number of containers as well as spacing can be entered. Instant 
switching between different rack configurations.
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Solids Dispenser SDB-2 RL    

Features

Integrates SDB-2 Doser with full functionality

Pause/Start/Pause after action/Restart function

Multiple dosing (up to 99x repeat shots per container)

Custom tube / vial rack confi guration:

o Number of tubes/vials along X-axis - Y-axis

o Spacing between adjacent tubes/vials along X-axis - Y-axis

o Index location for first tube/vial

o Skipped tube positions

o Ten rack configurations can be saved and named

o Staggered patterns and multiple well plates supported 

Password protected configurations and settings

Pause / Resume function

   

Specifications

Dosing cycle time: 6 - 8 sec.    

Volumetric dose sizes in the range of 10.0 mm³ - 78 ml
(corresponds to dose of 5 mg to 8 g, depending on bulk density of 
material)

Rack size: 450 mm x 340 mm for 200 - 600 containers (depending 
on diameter)

Powder reservoirs up to 5 l

Size: Size: W 740mm x  D 608mm x H 933mm

Weight: 20 kg  

Power Supply switching: 115 V / 230 V

Power rating: 350 W
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日本語訳 
 

Solids Dispenser SDB-2RL（固体分注装置 SDB-2RL） 
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ベンチトップ型 Solids Dispenser SDB-2R は、SDB-2 分注機をベースにした 自動化モデ
ルであり、マイクロチューブやバイアルのラックをバッチ処理するための装置です。 
装置は タッチスクリーンコントローラーで操作されます。 
オペレーターの「ウォークアウェイ時間」を確保することで生産性を向上させ、単調で繰り
返しの多い作業を軽減し、作業効率とプロセス品質を改善します。 
ワークフロー 

• チューブまたはバイアルのラックをセットし、ガントリーテーブル上の位置決め部
に配置します。 

• 分注プロセスはタッチスクリーンから開始でき、いつでも一時停止・再開が可能で
す。 

• リモートスタートやワークセルへの統合にも対応しています。 
• カスタムラックの設定（容器数やピッチなど）を入力でき、異なるラック構成を即

座に切り替えることができます。 
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特⻑ 

• SDB-2 分注機の全機能を統合 
• 一時停止／開始／動作後一時停止／再開機能 
• 最大 99 回までの繰り返し分注に対応 
• カスタムチューブ／バイアルラック設定  

o X 軸・Y 軸方向のチューブ／バイアル本数 
o X 軸・Y 軸方向の隣接容器間ピッチ 
o 最初のチューブ／バイアルの基準位置 
o スキップ位置の設定 
o 最大 10 種類のラック設定を保存・名称付け可能 
o 千鳥配置や複数ウェルプレートにも対応 

• 設定・構成はパスワード保護 
• 一時停止／再開機能 



 
仕様 

• 分注サイクル時間：6 〜 8 秒 
• 分注量範囲：10.0 mm³ 〜 78 ml 

-（材料の嵩密度により 5 mg 〜 8 g に相当） 
• ラックサイズ：450 mm × 340 mm 

-（容器径により 200 〜 600 本を収納） 
• 粉体リザーバー容量：最大 5 L 
• 装置サイズ：W 740 mm × D 608 mm × H 933 mm 
• 重量：20 kg 
• 電源：115 V / 230 V 切替式、350 W 
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